2AEUROPOMICE

WWW.europomice.com info@europomice.it

VULCAPARK

VOLCANIC SUBSTRATE FOR GRASS PARKING LOTS

COMPOSITION

Fertile volcanic substrate consisting of a mixture of natural volcanic minerals (pumices and lapilli, of which
approx. 20% is volcanic lapillus sand and 65% is pumice sand), organic matter (blond peat with a medium
particle size) and/or organic matter with humus (composted vegetable material) and mixture of slow release
fertilizer pellets.

APPLICATION FIELDS
e Grass parking lots
« Greenery management and maintenance

PHYSICAL AND CHEMICAL PROPERTIES

» Specific weight: from 950 to 1,000 kg/m? at quarry humidity (59.31 - 62.43 (b/ft3)

e Grainsize: from 0 to 5 mm (4- US Mesh)

¢ Permeability: more than 0.6 mm/min. (0.024 inch/min) when saturated and pressed; more than 6 mm/min.
(0.24 inch/min) in standard conditions (in compliance with ex DIN: >0.4 and >1mm/min) (>0.016 and >0.04in/min)
Water retention (available/usable water): from 15% to 20% by volume

pH: between 6 and 7.5

Organic materials: 15% V.V.

C.E.C. (Cation Exchange Capacity): approx. 30 mEq/100g (30 mEq/0.22 lb)

Contains no active limestone and no Free Crystalline Silica.

Chemical composition: see table below

The corresponding Imperial Measurements are shown in brackets

MEDIUM CHEMICAL ANALYSIS POMICE LAPILLUS
Si0, 62,5 % 56 %
AL,O; 17,5 % 16,5 %
K,0 9,5 % 4,9 %
Fe,0; 2,6 % 6,5 %
Ca0 2,5% 8,8 %
Na;0 2,2 % 2,2 %
TiO, 0,5 % 0,8 %
MgO 0,4 % 3,1%
PH 7-8 7-8

FUNCTIONAL PROPERTIES

VULCAPARK is an ideal substrate that enables lawns intended to be used as a car parking lot to be
constructed in an economic and functional way; it can be used with suitable lawn protecting elements both in
concrete and plastic.

VULCAPARK is ready to use and easy to lay.

VULCAPARK is suitable for walkable and driveway lawns

VULCAPARK provides a fertile substrate for root development, for covering seeds and with filled plastic or
cement cavities.

AVAILABLE BULK, IN BAGS (BIG-BAGS) 1.5 MC (53 ft3) SIZE AND IN 33 LT (7.26 gal) BAGS PACKED ON PALLETS (45 bags/each).

This mineral is a natural raw material. All data indicated above are therefore approximate and do not provide any warranty.
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STRUCTURAL DIAGRAMS OF GRASS PARKING LOTS WITH VULCAPARK

SCHEMI COSTRUTTIVI DI PARCHEGGI VERDI
CON VULCAPARK

STRUCTURAL DIAGRAMS OF GRASS PARKING LOTS
WITH VULCAPARK
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